
Embouts universels de pipettes  

Code 

FT0100-R-NS-LB 100ul,  

FT0200-R-NS-LB 200ul,  

FT1000-R-NS-LB 1000ul,  

FT1250-R-NS-LB 1250ul  

 

SMI International 

Fait en Chine 

 

Spécifications : 

• Rna and Dnase free, sterile, with filter 

• Universal Pipette tips for manual technique, 1 channel pipette and 8 channel pipettes. 

• manufactured from virgin polypropylene in a fully automated Class 100,000 cleanroom. 

• Absolute purity, no additives, or dyes. 

• ISO 9001 and ISO-13485 compliant manufacturing procedures are required. 

Product Features: 

• The collar ensures adaptability and perfect fixation on the pipette tip. 

• The tip should be tapered to reach the bottom of tall, narrow containers without touching the rim. 

Spécifications du filtre: 

• Two layers of filters, one to prevent liquids from passing which is 20 to 50 microns and the other to 
prevent aerosols from passing 20 microns. 

• The filters used should not be made from cotton wool or calcium alginate which could inhibit PCR. 

Emballage: 

• Tips should be packed in one rack of 96 units or 10 racks of 96 units, 4,800/caisse 

• Ready to be used and the pipette is inserted directly into the tip without handling. 

 


